2000
4000
+20

1000
2000

400
1000

+0,5 | +0,8 | £1,2

120
400

+£0,15 [ £0,2 | £0,3 | £05

30
120
+03

6
30
+0,2

3
6
+0,1

Pernissile deviations In mn for ranges In nominal lengths
05

nad
do 3
+0,05 | £0,05 | £0,1

Deviation limit for non tollerated dimensions ISO 2768

Tolerance
n medium | +0,1

class
£ fine

utility model or design

)

8 7 6 5 4 | 3 | 2 | 1
0 oo ™) ~ Deta of /0 Cable Conneclor ltem Model || MOTOMAN-HD?
O 3 |M 00 2 M N MGl < [Confiquration Vertically articulated
00 < | M~ o I~ N o)) Coneetor-Bse Sie O, U-om Side Deqree of freedom 3
0.2mn? :
2 2 Payload | Wrist 7kg
40 440 90 3 0Zmm 3 __ [Repeatabiity(*D 0.01mm
5 0.2mn? 5 Jl S—axis -1 80: / +1 80:
10 g gﬁm g ocr:fge U—axis -70° / +190°
- . |R—axis -190° / +190°
‘ motion . — =7 .
Detal of Ethernet Gable Connector B-ads 1357/ 135
b LS Lo B
o 115 115 ML A0k 1 —1 o M S—axis 6.54rad/s,375°/s
© 2—2 1| —axis 5.50rad/s,315°/s
— Maximurr n :
. 12 X~Coding y U—axis 7.15rad /s,410°/s
856 lﬁomtuc!lSod(eil luokel) | | PS¢ [R=axis 9.59rad /5,550°/s
| - === — () B-axis 9.59r0d/7550“/s/
Nl T—axis 17.45rad/s,1000°/s
g i B Allowable R—axis 17Nm (173kgfm)
— B-axis 17Nm (1.73kgfm)
moment
B-Axis w0 T—axis 10Nm (1.02kgfm)
Te) Allowable| R—axis 0.9kg -m2
0 |ner;t|a B—axis 0.5kg -m2
< 590 l\(jD /4) [T-axis 0.2kg -m2
¥ ass 47 kg
Protection rating IP6IK
o Cleanroom Class (*3) IS0 Class 5
% P— po int Design compliant with GMP GMP Grade A
Ki | Mounting method (¥4) Floor—, Wall-, Titt- Celing-mounted
WOrKing Temperature 0C — +45°C
envelope 1 g Humidity 20%RH-80%RH(Non—condensing)
il I : ) _ Viration cesraion (| 4.9m /52(0.56) or less
190 . : . Altitude 1000m or less
% Am%‘.‘if't Faness for st 0.5mm or less
M . conditions Free from oi soot
83 0-ring 46x2,0 -Free from explogive, and
3 Others corrosive gas or liquid
(A |
ccessories) Fee fon exesse
/ 0 electrical noise ?plasmu
“Free from strong magnetic field
E ‘T 8901 89:01 Power requirements(*6) 1KVA
e : Qb Applicable controller YRC1000/YRC1000micro
I/0 Cable Connector: g Avi ° S ¥ Repeatability conforms to IS0 9283. ]
M8 A—Coding —RAXIS O ¥) The maximum speed in this table is the availgble
——— 8 contacts (Plug) — & o maximum value and wil vary depending on the load,
Key position: Upper Side © 1:10 Tﬁosture, or range of motion.
'\'\ 3 The Cleanroom Class conforms to IS0 14644-1.
448 H WPﬁn thet mani glatO[ is 1ﬂsgalllgd ggd atilt or a wall,
— e motion of S-axis wil be limited.
* “ *) The power requirement value is obtained usin
Ethernet Cable Connector: A AxM0 (*8 < YAgKAWArsﬁn—house meqsurement conditio%s and will
M12 X—coding (Depth: 24) Lo varydepend_mqqn the load, motion pattem, or cycle time.
8 contacts (Socket) ' 476 — *6 The posture in This drawing is in the home position.
Key Position: Left—Lower Side S| — | *7 Maximum dlowable torque equals to 8,5 Nm.
1 /0 Cable C tor: &3 | *8 Maximum dlowable torque equals to 49,0 Nm.
/0 Ca M8 Xﬂ%%%iﬂz o N | *9Use 4 x M10x35 screws to fix the robot to the baseplate
o g 8 contacts (Socket) S| (see detal E)._In case of thicker baseplate, use longer
180 Rgrl Key position: Upper Side LO screws accordingly (class 12.9).
Ethernet Cable Connector: §
M12 X—codi
Te) 8 contacts (SZ?:k:t%
e Key Position: Left—Lower Side 2
%

Type Controller

YR-1-06VXM7-A00  [YRC1000 / YRC1000 micro
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